
THE BM100 SERIES
NEW high speed & high performance MACHINES

FOR EFFICIENT BAG & FIBC MANUFACTURING

from the trusted name in
bag machines



Distributed by:

www.unionspecial.com
Union Special Corporation, Packaging Division
One Union Special Plaza, Huntley, IL 60142
Phone: U.S.: 800-344-9698 Outside U.S.: 847-669-4200
Fax: 847-669-4355 E-mail: bags@unionspecial.com

Union Special® has A NEW choice
for your bag Making operations

The BM111 single-needle double locked stitch machine
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Sewing Speed .................... max. 3100 SPM, depending on operation
Stitch Length Range .......... 2-4 SPI (12.5-6.5mm)
Standard Setting................ 2.6 SPI (12mm)
Sewing Capacity ................. up to 15/32" (12mm)
Needle .............................. 9848GF250/100
Thread Specs ..................... Polypropylene Yarn, 1000 to 4000 Denier

Benefits
� High production
� Simplified maintenance
� Less operator fatigue & longer part life
� Improved feeding across heavy seams

� Easy adjustments & maintenance
� Easily set a loose or tight stitch as needed

Features
� Fast — 3100 SPM
� Self-oiling lubrication system
� Low noise & vibration
� Tractor presser foot

(BM111C2 only)
� Shell design casting
� Thread control

BM111C2 with
Pedestal PN382A735

Tractor-type presser foot on style BM111C2


